PROCUCT EULLETTH BULLETIN NOQ; T 6603
DRYVAIL ACCITCORY PRENTX TAPING DATE: " gl
PROTUCTS COMPQURD PAGE: 1 of 2
APFROVALS: PRODUCING PILANT CANCELS: NEW
BULLE.‘:-::';N | ) ' DESCRIPTION ' % POUNDS GLLIONS
050 Asbestos 7RF 10 ' 1.66 50
244 Methocel 228 - 7 W46 14
221 Whiting #195 46,53 1400
251 Mica, ANC ' Q.97 300
453 Preservative . A3 4
4356 Staramic 747 : © 1,66 50
166 Hamaco 277 ‘ 17 5
130 Ethylene Glycol .66 20 70 z‘tsl
Water 38.76 1166 140 max
TOTAL 10C,00 3009
QUALITY CONTROL:
TM-1A Vigcosity, Brookiield {cps) o 250,000 o 300,000
TM-1 Viccosity, Cylindrical Vieat, 150 gr
@ 5 secs 7 . 25 to 20 min
TM-3 N Tape Bond ) . 9 - 10
™-5 Application . Equal to Sitandard
™7  Worksbility Equal to Standard

KG2001306



PRODUCT BULIETIN BULLETIN NO: J 6603
DRYWALIL ACCESSORY PREXION TAPING DATE: 9/6/72
PRODUCTS COMPOUND PAGE: 2 of 2
APPROVALS: SPATTLE CANCELS: NEW
%f/ On{/f)@(! _ C - : DATE:
eropucr SprerrToaTTONS: -
Test Method
Th-1, Viscosity, Cylinder 150 gm @ 5 sec 20 ~ 23 m
TN-1A Viscosity, Brookfield, (cps) 275,000 to 300,000
T™-2 pH  (Beckman meter) . _ 7.5 to 9.0
ThM-3 Board @ 70 F & 40-70% RH ' 9 - 10
@ 45 F & 704 RH - ‘ g -9
T4, Slope Checking ‘ 51 fissure on heavy end
T™=5 Open Tire @ 6£5-80 F (mins) . 15 minimum
T™-5 Open Time @ 100-110 F (mins) ‘ _ 4 minitmm
TN-6 Application No lumps
TM-7 Workability (hend or Ames toclis) |  Equel to Standard
TM-9 Shrinkage [eup method} - 26% maximum -
TM=10 Edge Cracking Test Mone
T™-12 Grit (total) 7 0.05% maximm, A1l
. .- passing 80 mesh
TM-=14, Voids ' . Equal to Stenderd |
TM-18 Water Resistance {minutes) 3 minimum

TM-21 Todine Test Dark Blue
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